1. CATEGORY 6E CABLE APPROXIMATELY SIZED AT 22" OD, CATEGORY 6

2. TABLE 5.9 FROM 2000 BICSI TDMm, 10TH EDITION MANUAL, CH. 5

MISMATCHED CABLE DIRECTIONS

TIA/EIA - 569-B

HORIZONTAL CABLING SYSTEM INCORPORATES GUIDELINES FROM ANSI/
"APPROXIMATELY SIZED AT 0.24/0.26" OD, VERIFIED WITH APPROVED"
MANUFACTURER PRODUCT.

CABLE OUTSIDE DIAMETER

<table>
<thead>
<tr>
<th>CM (IN)</th>
<th>0.13</th>
<th>0.18</th>
<th>0.22</th>
<th>0.24</th>
<th>0.29</th>
<th>0.31</th>
<th>0.34</th>
<th>0.37</th>
<th>0.41</th>
<th>0.45</th>
</tr>
</thead>
<tbody>
<tr>
<td>IN (IN)</td>
<td>0.33</td>
<td>0.46</td>
<td>0.56</td>
<td>0.68</td>
<td>0.79</td>
<td>0.87</td>
<td>1.0</td>
<td>1.15</td>
<td>1.35</td>
<td>1.68</td>
</tr>
</tbody>
</table>

* CPS STANDARD MIN. - 3/4" C